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I-391 Northbound: I-91, Chicopee, to High Street, Holyoke
AWDT Traffic Flow Diagram: 2009
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I-391 Northbound: I-91, Chicopee, to High Street, Holyoke
AM Peak Period Traffic Flow Diagrams: 2009
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I-391 Northbound: I-91, Chicopee, to High Street, Holyoke
PM Peak Period Traffic Flow Diagrams: 2009
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I-391 Southbound: High Street, Holyoke, to I-91, Chicopee
AWDT Traffic Flow Diagram: 2009
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Route/ Lane Schematic

Int. 3
Route 116

Int. 2
Route 116

Int. 6
Commercial St.

12/10

Int. 4
Route 141

Int. 5
Main St.

 29,500 21,000 25,000 20,000 21,000 19,000 12,500 16,000 18,500   12,500

4,0008,
50

0 1,0005,
00

0 3,5006,
50

0 2,500 5,
00

0 1,0002,
00

0

To Race
Street

2,000

 13,500 11,500



I-391 Southbound: High Street, Holyoke, to I-91, Chicopee
AM Peak Period Traffic Flow Diagrams: 2009
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I-391 Southbound: High Street, Holyoke, to I-91, Chicopee
PM Peak Period Traffic Flow Diagrams: 2009
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